
S. 

NO.
DESCRIPTION UNITS QTY

RATES  IN Rs. (Words 

& Figures)
AMOUNT

1 Providing and fixing ISI marked flush door shutters

conforming to IS: 2202 (Part I) non-decorative

type, core of block board construction with frame

of 1st class hard wood and well matched

commercial 3 ply veneering with vertical grains or

cross bands and face veneers on both faces of

shutters :

1.1 30 mm thick including ISI marked Stainless Steel

butt hinges with necessary screws. Sqm 150.00

2 Extra for providing moulded (centre) beading with

2nd class teak wood battens 25x12 mm on front

face of shutters. (over all area of door shutter to

be measured) Over item no. 9.20 and 9.21. Sqm 200.00

3 Providing and fixing aluminium sheet covering to

flush doors with counter sunk steel screws or

nails as per the direction of Engineer-in-charge.

(The area of sheet shall be measured for

payment).

Anodised aluminium sheet 0.63 mm thick

(anodised transparent or dyed to required shade

according to IS: 1868, Minimum anodic coating of

grade AC 15) Kg 500.00

5 Taking out doors, windows and clerestory window

shutters (steel or wood) including stacking within

50 metres lead :

5.1 Of area 3 sq. metres and below Each 100.00

7 Providing and fixing aluminium tower bolts, ISI

marked, anodised (anodic coating not less than

grade AC 10 as per IS : 1868 ) transparent or dyed

to required colour or shade, with necessary

screws etc. complete :

7.1 200x10 mm Each 100.00
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8
Providing and fixing aluminium pull bolt lock, ISI

marked, anodised (anodic coating not less than

grade AC 10 as per IS : 1868) transparent or dyed

to required colour and shade, with necessary

screws bolts, nut and washers etc. complete. Each 100.00

9 Providing and fixing aluminium handles, ISI

marked, anodised (anodic coating not less than

grade AC 10 as per IS : 1868) transparent or dyed

to required colour or shade, with necessary

screws etc. complete :

9.1 125 mm Each 200.00

Seal & Signature of Contractor

Address & Phone No:

TOTAL
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